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To avoid the equipment is not grounded or grounding effect is not good, resulting in damage to the instrument, malfunction,
resulting in EOS, ESD damage to the product, or even personnel contact with the machine shell and cause the risk of electric
shock, we are your static grounding gatekeepers, and at the same time to monitor a number of instruments of the
equipment grounding status, to ensure that the production line of static grounding and grounding of the equipment are all
foolproof!

o Featured Functions @ Product Specification

e Independent 4-way resistance monitoring ez peSalE MIIE R
Independent 4-way resistance monitoring
Voltage 24VDCE5%
e Conformstointernationalandindustry Monitor channel 1 4
standards for static electricity
Meets ANSI/ESD S20.20 specification requirements Monitor Resistance 0-9000Q +10
e High Definition TFT Display Resolution 010

Instantly displays the current ground resistance value.

Programmable upper and lower alarm

thresholds
Alarm parameters can be freely set

Hl alarm limit set

Low alarm limit set

Grounding

1~900Q adjustable, factory default 10Q

0~8990) adjustable, factory default 0Q

) ) anomaly record Have
® RS485 Communication method )
Enabling remote monitoring and data processing Alarm output signal Have
Line Resistance H
. Correction ave
e Alarm output signal
External red and green alarm lights can be connected. Administrator mode Have
. Communication
e Grounding anomaly record interface RS485

Automatically stores and leaves a record of any
abnormal grounding conditions.

Line resistance deviation correction
More accurate measurements regardless of the
distance from the device

Environments
Volume/Weight

Warranty

+5°C to +45°C, Humidity: 20 to 85% RH
80x80x150mm / Body approx. 6509

One year



